
 
 

Recommended Sintering Schedule for Dmax Zirconia Block  

 

- Pre-shaded Block, Multi Layer Block, Smart Block 

Long(12hr) Schedule 

Start 

(℃) 

End 

(℃) 

Time 
(min) 

Holding time 
(min) 

Temp. rise per 
minute 

(℃/min) 

Room temp. 900 180  5 

900 1530 240  2 

1530 1530  120  

1530 100 180  -8 
 

Medium(8hr) Schedule 

Start 

(℃) 

End 

(℃) 

Time 
(min) 

Holding time 
(min) 

Temp. rise per 
minute 

(℃/min) 

Room temp. 900 90  10 

900 1530 90  7 

1530 1530  120  

1530 100 180  -8 

 

Short(3.5hr) Schedule 

Start 

(℃) 

End 

(℃) 

Time 
(min) 

Holding time 
(min) 

Temp. rise per 
minute 

(℃/min) 

Room temp. 900 30  30 

900 1530 60  10 

1530 1530  90  

1530 900 30  -21 

 

- Basically, long(12 hours) schedule is recommended, and the best results can be obtained when the 

actual actual sintering temperature is 1530 degrees without any internal contamination. 

- All sintering furnaces have a temperature tolerance at the highest temperature, but good results can 

be achieved within the range of ± 20 (℃) tolerance. However, if the temperature tolerance is out of ± 

20 (℃) and the shade and light transmittance are considerably inferior, it is recommended to adjust 

the maximum temperature by 10 (℃) by referring to the symptom examples below. Lower if the 

temperature is high, raise if the temperature is low by  

→ When the actual temperature is higher than the set temperature: The color become bright and a 

slight turbid. But, it is not as opaque as it is contaminated. 



→ When the actual temperature is lower than the set temperature: It feels dark at the saturation 

become high.  

- If the results is still not satisfactory, we recommend you to take the actual temperature measurement 

of your furnace using the sintering furnace temperature measurement kit. 

- If you suspect contamination of sintering furnace, you can use the exclusive cleaning product "Every 

Clean" to get a clear cleaning effect. 

- If you have any questions, please contact Dmax Technical Support Team at info@dmax.biz or Tel 

+82-53-592-3146.  
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